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This Project-Specific WQMP Template for the / - has been prepared to help guide you in
documenting compliance for your project. Because this document has been designed to specifically
document compliance, you will need to utilize the WQMP Guidance Document as your “how-to” manual
to help guide you through this process. Both the Template and Guidance Document go hand-in-hand,
and will help facilitate a well prepared Project-Specific WQMP. Below is a flowchart for the layout of this
Template that will provide the steps required to document compliance.
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When completing your Project-Specific WQMP, include a map of the local vicinity and existing site. In
addition, include all grading, drainage, landscape/plant palette and other pertinent construction plans in

Appendix 2. At a % , your WQMP Site Plan should include the following:
* Drainage Management Areas e Source Control BMPs
e Proposed Structural BMPs ¢ Buildings, Roof Lines, Downspouts
e Drainage Path ¢ Impervious Surfaces
e Drainage Infrastructure, Inlets, Overflows e Standard Labeling

*  BMP Locations (Lat/Long)

Use your discretion on whether or not you may need to create multiple sheets or can appropriately
accommodate these features on one or two sheets. Keep in mind that the Co-Permittee plan reviewer
must be able to easily analyze your project utilizing this template and its associated site plans and maps.

-9 )+ @)
Using Table A.1 below, list in order of upstream to downstream, the receiving waters that the project
site is tributary to. Continue to fill each row with the Receiving Water’s 303(d) listed impairments (if

any), designated beneficial uses, and proximity, if any, to a RARE beneficial use. Include a map of the
receiving waters in Appendix 1.

*  -0" |dentification of Receiving Waters

EPA Approved 303(d) List | Designated Proximity to RARE

Receiving Waters . .. -
& Impairments Beneficial Uses Beneficial Use

San Jacinto River Rach 3

Perris Valley Storm Drain N/A N/A
(downstream).

San Jacinto River Reach 3 —
MUN, AGR, GWR, RECI, This river reach has existing or

Canyon Lake to Nuevo Road None ) L

REC2, WARM, WILD, RARE potential RARE beneficial use.
(HU#802.11)
Canyon Lake Nutrients, Pathogens MUN, AGR, GWR, REC1, | San Jacinto River Reaches 1
(HU#802.11, 802.12) B 3 - Nutrients REC2, COMM, WARM, WILD | (downstream).
San Jacinto River Rach 1 None MUN, AGR, GWR, REC1, This river reach has existing or
(HU#802.32, 802.31) REC2, WARM, WILD, RARE potential RARE beneficial use.

Nutrients, Organic Enrichment/Low

Lake Elsinore Dissolved Oxygen, PCBs, Toxicity MUN, REC1, REC2, COMM, The lake has existing or
(HU#802.31) B 3 — Nutrients, Organic WARM, WILD, RARE potential RARE beneficial use.

Enrichment/Low Dissolved Oxygen

Note: Based on the direction from the City, the 2012 impairment listing is referenced.
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-9 Other Applicable Permits

Agency Permit Required
State Department of Fish and Game, 1602 Streambed Alteration Agreement [y XIN
State Water Resources Control Board, Clean Water Act (CWA) Section 401 Water Quality Cert. |:| Y |Z| N
US Army Corps of Engineers, CWA Section 404 Permit |:| Y |Z N
US Fish and Wildlife, Endangered Species Act Section 7 Biological Opinion |:| Y |Z| N
Statewide Construction General Permit Coverage |Z| Y |:| N
Statewide Industrial General Permit Coverage (dependent on tenant) |X| Y |:| N
Western Riverside MSHCP Consistency Approval (e.g., JPR, DBESP) []y XN
Other ! !

City of Perris — Grading Permit & Building Permit b LN

If yes is answered to any of the questions above, the Co-Permittee may require proof of
approval/coverage from those agencies as applicable including documentation of any associated
requirements that may affect this Project-Specific WQMP.
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Review of the information collected in Section ‘A’ will aid in identifying the principal constraints on site
design and selection of LID BMPs as well as opportunities to reduce imperviousness and incorporate LID
Principles into the site and landscape design. For example, constraints might include impermeable
soils, high groundwater, groundwater pollution or contaminated soils, steep slopes, geotechnical
instability, high-intensity land use, heavy pedestrian or vehicular traffic, utility locations or safety
concerns. Opportunities might include existing natural areas, low areas, oddly configured or otherwise
unbuildable parcels, easements and landscape amenities including open space and buffers (which can
double as locations for bioretention BMPs), and differences in elevation (which can provide hydraulic
head). Prepare a brief narrative for each of the site optimization strategies described below. This
narrative will help you as you proceed with your LID design and explain your design decisions to others.

The 2010 Santa Ana MS4 Permit further requires that LID Retention BMPs (Infiltration Only or Harvest
and Use) be used unless it can be shown that those BMPs are infeasible. Therefore, it is important that
your narrative identify and justify if there are any constraints that would prevent the use of those
categories of LID BMPs. Similarly, you should also note opportunities that exist which will be utilized
during project design. Upon completion of identifying Constraints and Opportunities, include these on
your WQMP Site plan in Appendix 1.

Consideration of “highest and best use” of the discharge should also be considered. For example, Lake
Elsinore is evaporating faster than runoff from natural precipitation can recharge it. Requiring
infiltration of 85% of runoff events for projects tributary to Lake Elsinore would only exacerbate current
water quality problems associated with Pollutant concentration due to lake water evaporation. In cases
where rainfall events have low potential to recharge Lake Elsinore (i.e. no hydraulic connection between
groundwater to Lake Elsinore, or other factors), requiring infiltration of Urban Runoff from projects is
counterproductive to the overall watershed goals. Project proponents, in these cases, would be allowed
to discharge Urban Runoff, provided they used equally effective filtration-based BMPs.

/ C

The following questions are based upon Section 3.2 of the WQMP Guidance Document. Review of the
WQMP Guidance Document will help you determine how best to optimize your site and subsequently
identify opportunities and/or constraints, and document compliance.

Did you identify and preserve existing drainage patterns? If so, how? If not, why?

Did you identify and protect existing vegetation? If so, how? If not, why?

Did you identify and preserve natural infiltration capacity? If so, how? If not, why?

-10 -



Did you identify and minimize impervious area? If so, how? If not, why?

2
/

6

7

Did you identify and disperse runoff to adjacent pervious areas? If so, how? If not, why?

*

/"

-11-
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Utilizing the procedure in Section 3.3 of the WQMP Guidance Document which discusses the methods of
delineating and mapping your project site into individual DMAs, complete Table C.1 below to
appropriately categorize the types of classification (e.g., Type A, Type B, etc.) per DMA for your project
site. Upon completion of this table, this information will then be used to populate and tabulate the
corresponding tables for their respective DMA classifications.

*

9"* DMA Classifications

DMA Name or ID Surface Type(s)12 Area (Sq. Ft.) DMA Type
DMA 1-1 Ornamental Landscaping | 36,586 Type D
DMA 1-2 Concrete or Asphalt 114,227 Type D
DMA 1-3 Roofs 138,938 Type D
DMA 1-4 D.G. 17,320 Type D

i Sht &"C) *

K b i

*

9 Type ‘A’, Self-Treating Areas

DMA Name or ID Area (Sq. Ft.) Stabilization Type Irrigation Type (if any)
DMA 1-1 36,586 Landscaping Drip
DMA 1-5 (Self-Treating) 3,616 Landscaping N/A
* W Type ‘B’, Self-Retaining Areas
+ H2 B- 5 5 /)
/ ) - -
Area Storm
(square Depth [C] from Table C.4Required Retention Depth
DMA s feet) (inches) DMA Name /= (inches)
Name/ID |surface type  [[Al (B] ID [C] [D]
N/A
[B] - [C]
[D] = [B] +
[A]

-12 -
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Is there an approved downstream ‘Highest and Best Use’ for stormwater runoff (see discussion in
Chapter 2.4.4 of the WQMP Guidance Document for further details)? [ ] X

If yes has been checked, Infiltration BMPs shall not be used for the site; proceed to section D.3

If no, continue working through this section to implement your LID BMPs. It is recommended that you
contact your Co-Permittee to verify whether or not your project discharges to an approved downstream
‘Highest and Best Use’ feature.

1 5

A Geotechnical Report or Phase | Environmental Site Assessment may be required by the Copermittee to
confirm present and past site characteristics that may affect the use of Infiltration BMPs. In addition, the
Co-Permittee, at their discretion, may not require a geotechnical report for small projects as described
in Chapter 2 of the WQMP Guidance Document. If a geotechnical report has been prepared, include it in
Appendix 3. In addition, if a Phase | Environmental Site Assessment has been prepared, include it in
Appendix 4.

Is this project classified as a small project consistent with the requirements of Chapter 2 of the WQMP
Guidance Document? [ ] Y XN

() , Tt

Table D.1 below is meant to provide a simple means of assessing which DMAs on your site support
Infiltration BMPs and is discussed in the WQMP Guidance Document in Chapter 2.4.5. Check the
appropriate box for each question and then list affected DMAs as applicable. If additional space is
needed, add a row below the corresponding answer.

* 9" Infiltration Feasibility

5 J K1/
...have any DMAs with a seasonal high groundwater mark shallower than 10 feet? v
If Yes, list affected DMAs:
...have any DMAs located within 100 feet of a water supply well? v
If Yes, list affected DMAs:
..have any areas identified by the geotechnical report as posing a public safety risk where infiltration of v

stormwater could have a negative impact?

If Yes, list affected DMAs:

...have measured in-situ infiltration rates of less than 1.6 inches / hour? v
If Yes, list affected DMAs:
...have significant cut and/or fill conditions that would preclude in-situ testing of infiltration rates at the final v

infiltration surface?

If Yes, list affected DMAs:

...geotechnical report identify other site-specific factors that would preclude effective and safe infiltration? v

Describe here: Clayey materials observed approximately 5’ below existing grade and below and 25’ setback
would be needed from structures and retaining walls for infiltration facilities.

If you answered “Yes” to any of the questions above for any DMA, Infiltration BMPs should not be used
for those DMAs and you should proceed to the assessment for Harvest and Use below.

-14 -
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Please check what applies-
[ Reclaimed water will be used for the non-potable water demands for the project.

[IDownstream water rights may be impacted by Harvest and Use as approved by the Regional
Board (verify with the Copermittee).

[IThe Design Capture Volume will be addressed using Infiltration Only BMPs. In such a case,
Harvest and Use BMPs are still encouraged, but it would not be required if the Design Capture
Volume will be infiltrated or evapotranspired.

If any of the above boxes have been checked, Harvest and Use BMPs need not be assessed for the site. If
none of the above criteria applies, follow the steps below to assess the feasibility of irrigation use, toilet
use and other non-potable uses (e.g., industrial use).

( G , * +

Complete the following steps to determine the feasibility of harvesting stormwater runoff for Irrigation
Use BMPs on your site:

Step 1: Identify the total area of irrigated landscape on the site, and the type of landscaping used.

+ ; : Insert Area (Acres)

*

": List Landscaping Type

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff
might be feasibly captured and stored for irrigation use. Depending on the configuration of
buildings and other impervious areas on the site, you may consider the site as a whole, or
parts of the site, to evaluate reasonable scenarios for capturing and storing runoff and
directing the stored runoff to the potential use(s) identified in Step 1 above.

+ 1 - Insert Area (Acres)

Step 3: Cross reference the Design Storm depth for the project site (see Exhibit A of the WQMP
Guidance Document) with the left column of Table 2-3 in Chapter 2 to determine the
minimum area of Effective Irrigated Area per Tributary Impervious Area (EIATIA).

2 ARER : EIATIA Factor

Step 4:  Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to
develop the minimum irrigated area that would be required.

C ! : Insert Area (Acres)

Step 5: Determine if harvesting stormwater runoff for irrigation use is feasible for the project by
comparing the total area of irrigated landscape (Step 1) to the minimum required irrigated
area (Step 4).

B % =% /<‘-*(3 / "

Insert Area (Acres) ‘ Insert Area (Acres)
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Complete the following steps to determine the feasibility of harvesting stormwater runoff for toilet
flushing uses on your site:

Step 1: Identify the projected total number of daily toilet users during the wet season, and account
for any periodic shut downs or other lapses in occupancy:

* 3 - 3
-2 4 i Wi i a 4

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff
might be feasibly captured and stored for toilet use. Depending on the configuration of
buildings and other impervious areas on the site, you may consider the site as a whole, or
parts of the site, to evaluate reasonable scenarios for capturing and storing runoff and
directing the stored runoff to the potential use(s) identified in Step 1 above.

¥ 1 -4 "
Step 3: Enter the Design Storm depth for the project site (see Exhibit A) into the left column of Table

2-2 in Chapter 2 to determine the minimum number or toilet users per tributary impervious
acre (TUTIA).

2 3+ -3+ 5

Step4: Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to
develop the minimum number of toilet users that would be required.

C -1
Step 5: Determine if harvesting stormwater runoff for toilet flushing use is feasible for the project by

comparing the Number of Daily Toilet Users (Step 1) to the minimum required number of
toilet users (Step 4).

B % =% G / < ‘ % * ) % /"

Insert Area (Acres) ‘ Insert Area (Acres)
5 * G o, * o+

Are there other non-potable uses for stormwater runoff on the site (e.g. industrial use)? See Chapter 2
of the Guidance for further information. If yes, describe below. If no, write N/A.

Insert narrative description here.
Step 1: Identify the projected average daily non-potable demand, in gallons per day, during the wet

season and accounting for any periodic shut downs or other lapses in occupancy or operation.

* * * 3 "

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff
might be feasibly captured and stored for the identified non-potable use. Depending on the
configuration of buildings and other impervious areas on the site, you may consider the site as
a whole, or parts of the site, to evaluate reasonable scenarios for capturing and storing runoff
and directing the stored runoff to the potential use(s) identified in Step 1 above.

+ 1 -t "
-16 -



Step 3:  Enter the Design Storm depth for the project site (see Exhibit A) into the left column of Table
2-4 in Chapter 2 to determine the minimum demand for non-potable uses per tributary
impervious acre.

2 $l6- 2 7

Step4: Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to
develop the minimum number of gallons per day of non-potable use that would be required.

C I -C ! "

Step 5: Determine if harvesting stormwater runoff for other non-potable use is feasible for the project
by comparing the projected average daily use (Step 1) to the minimum required non-potable
use (Step 4).

B % =% *%/<‘ % /"

Minimum use required (gpd) ‘ Projected Average Daily Use (gpd)

If Irrigation, Toilet and Other Use feasibility anticipated demands are less than the applicable minimum
values, Harvest and Use BMPs are not required and you should proceed to utilize LID Bioretention and
Biotreatment per Section 3.4.2 of the WQMP Guidance Document.

0 . ] -

Other LID Bioretention and Biotreatment BMPs as described in Chapter 2.4.7 of the WQMP Guidance
Document are feasible on nearly all development sites with sufficient advance planning.

1 -

] LID Bioretention/Biotreatment BMPs will be used for some or all DMAs of the project as
noted below in Section D.4 (note the requirements of Section 3.4.2 in the WQMP Guidance
Document).

A site-specific analysis demonstrating the technical infeasibility of all LID BMPs has been
performed and is included in Appendix 5. If you plan to submit an analysis demonstrating the
technical infeasibility of LID BMPs, request a pre-submittal meeting with the Copermittee to
discuss this option. Proceed to Section E to document your alternative compliance measures.

5 * +tB % O /+ BO/i 55
* * ) 5 % % ) )
% - % / <* 9
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From the Infiltration, Harvest and Use, Bioretention and Biotreatment Sections above, complete Table
D.2 below to summarize which LID BMPs are technically feasible, and which are not, based upon the
established hierarchy.

* 9 LID Prioritization Summary Matrix

3 .B 6 5+ No LID
DMA (Alternative
Name/ID 1. Infijration 2. Harve_st and use 3. BioEention 4, Biotr_eatment Compliance)
DMA 1-1 [ ] [ ] [ ] [ ] X
DMA 1-2 [ ] [ ] [ ] [ ] X
DMA 1-3 [] [] [] [] X
DMA 1-4 ] [] [] [] X

For those DMAs where LID BMPs are not feasible, provide a brief narrative below summarizing why they
are not feasible, include your technical infeasibility criteria in Appendix 5, and proceed to Section E
below to document Alternative Compliance measures for those DMAs. Recall that each proposed DMA
must pass through the LID BMP hierarchy before alternative compliance measures may be considered.

- * g * 8 5 %5 +
) 5 5 5 96 §*+ 5 5) + % )
5 <" * 5 % + ) 3( B % ¢ % 4 % 5
5 %5 + 5 % =) )

5 % * %5 * 4) 5 *U ) 5
95 ) &5 * +B % O /+
BO/¢ 5 5 * + ) 5 % % ) +
) % 95 % % ) + 5 % =)

% % + 5 * 99?2 5 < 5%
5 BO/) g
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LID BMPs are expected to be feasible on virtually all projects. Where LID BMPs have been demonstrated
to be infeasible as documented in Section D, other Treatment Control BMPs must be used (subject to
LID waiver approval by the Copermittee). Check one of the following Boxes:

] LID Principles and LID BMPs have been incorporated into the site design to fully address all

Drainage Management Areas. % =% ) 5
5 5 / =% * 9

The following Drainage Management Areas are unable to be addressed using LID BMPs. A
site-specific analysis demonstrating technical infeasibility of LID BMPs has been approved by the
Co-Permittee and included in Appendix 5. Additionally, no downstream regional and/or sub-
regional LID BMPs exist or are available for use by the project. The following alternative
compliance measures on the following pages are being implemented to ensure that any
pollutant loads expected to be discharged by not incorporating LID BMPs, are fully mitigated.

B-"  * +B % O /+ BO/L 5 5
* ) % o ) o+ 992/ 2/ 9
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Utilizing Table A.1 from Section A above which noted your project’s receiving waters and their
associated EPA approved 303(d) listed impairments, cross reference this information with that of your
selected Priority Development Project Category in Table E.1 below. If the identified General Pollutant
Categories are the same as those listed for your receiving waters, then these will be your Pollutants of
Concern and the appropriate box or boxes will be checked on the last row. The purpose of this is to
document compliance and to help you appropriately plan for mitigating your Pollutants of Concern in

)

lieu of implementing LID BMPs.

*

19" Potential Pollutants by Land Use Type

of Concern

Priority Development |General Pollutant Categories
Project Categories and/or :
: Bacterial N Trash &0l
Project Features (check those Indicators |Metals  [Nutrients |Pesticides |Organic Sediments |54 | Grease
that apply) Compounds
[ Detached Residential = N = = N p = p
Development

] Attached Residential = N = = N ) p p@
Development

X Commercial/Industrial p@ p p p p® p( ) p
Development
Automotive Repair (4, 5)

O Shops N P N N P N = P
Restaurants

] (>5.000 &) P N N N N N P P
Hillside Development

l (55,000 ) P N P P N P P P
Parking Lots ©) ) ) “@) )

] (5,000 &) P P P P P P P P
Retail Gasoline Outlets | N P N N P N P P

Proj Priority Poll

roject Priority Pollutant(s) [ K X X X K X K

P = Potential

N = Not Potential
™ A potential Pollutant if non-native landscaping exists or is proposed onsite; otherwise not expected
@ A potential Pollutant if the project includes uncovered parking areas; otherwise not expected

® A potential Pollutant is land use involving animal waste
“ Specifically petroleum hydrocarbons
® Specifically solvents
® Bacterial indicators are routinely detected in pavement runoff

-21-
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Projects that cannot implement LID BMPs but nevertheless implement smart growth principles are
potentially eligible for Stormwater Credits. Utilize Table 3-8 within the WQMP Guidance Document to
identify your Project Category and its associated Water Quality Credit. If not applicable, write N/A.

* 19 Water Quality Credits

Qualifying Project Categories Credit Percentage’
N/A
#
i 2?2 <@
’ 8; & () *

1%/ C

After you appropriately considered Stormwater Credits for your project, utilize Table E.3 below to
appropriately size them to the DCV, or Design Flow Rate, as applicable. Please reference Chapter 3.5.2 of
the WQMP Guidance Document for further information.

* 1% Treatment Control BMP Sizing

B- B-
- 1)) B- |- 8
B- =% /%) ( % | % )| % )
(1) * ) &O |, . —/ (%/ -
0—
(C |89:;9 <4 <t 6<6#1$
(# | ##6/$$= #i< <0;>$ #e<dt;><0: C
(4 | #8:/>88 #< <05>$ #$8>$;0$ * 7
1
($ | #=/8%6 <04 <0H6# $6:<06 - 7 & >
1 = 5 @
*
~ _ _ [DIx[E]
Ar=3[A] 2=[D] (E] [F] = [G] [FIX(1-[H]) | [
307,070 232310.3 | 0.20 11 N/A 1.1

[B], [C] is obtained as described in Section 2.3.1 from the WQMP Guidance Document
[E] is for Flow-Based Treatment Control BMPs [E] = .2, for Volume-Based Control Treatment BMPs, [E] obtained from Exhibit A in the WQMP

Guidance Document

[G] is for Flow-Based Treatment Control BMPs [G] = 43,560, for Volume-Based Control Treatment BMPs, [G] = 12
[H] is from the Total Credit Percentage as Calculated from Table E.2 above
[I] as obtained from a design procedure sheet from the BMP manufacturer and should be included in Appendix 6. It is important to note that
this Modular Wetland System was sized using the volume-based approach by storing the minimum required design capture volume in a
proposed underground storage facility (i.e. — StormTrap — SingleTrap) located upstream of the MWS.
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Treatment Control BMPs typically provide proprietary treatment mechanisms to treat potential
pollutants in runoff, but do not sustain significant biological processes. Treatment Control BMPs must
have a removal efficiency of a medium or high effectiveness as quantified below:

e 6 b5:equalto orgreater than 80% removal efficiency
e B % :between 40% and 80% removal efficiency

Such removal efficiency documentation (e.g., studies, reports, etc.) as further discussed in Chapter 3.5.2
of the WQMP Guidance Document, must be included in Appendix 6. In addition, ensure that proposed
Treatment Control BMPs are properly identified on the WQMP Site Plan in Appendix 1.

* 1% Treatment Control BMP Selection

Selected Treatment Control BMP | Priority  Pollutant(s) of | Removal Efficiency
Name or ID* Concern to Mitigate2 Percentage3
Modular Wetland System Metals, Nutrients, Pesticides, | Metal (Medium),
(BMP 1) Toxic Organic Compounds, | Nutrients/Pesticides
Sediments, Trash & Debris, and | (Medium), Toxic Organic
Oil & Grease Compounds (Medium),
Sediments (High), Trash &
Debris (High), Oil & Grease
(High)
i C & 0+ / C
! 0
s 20 0
8 b 1 290
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Once you have determined that the LID design is adequate to address water quality requirements, you
will need to assess if the proposed LID Design may still create a HCOC. Review Chapters 2 and 3
(including Figure 3-7) of the WQMP Guidance Document to determine if your project must mitigate for
Hydromodification impacts. If your project meets one of the following criteria which will be indicated by
the check boxes below, you do not need to address Hydromodification at this time. However, if the
project does not qualify for Exemptions 1, 2 or 3, then additional measures must be added to the design
to comply with HCOC criteria. This is discussed in further detail below in Section F.2.

6 1L1B (  ":The Priority Development Project disturbs less than one acre. The Copermittee
has the discretion to require a Project-Specific WQMP to address HCOCs on projects less than one
acre on a case by case basis. The disturbed area calculation should include all disturbances
associated with larger common plans of development.

Does the project qualify for this HCOC Exemption? |:| Y |X| N
If Yes, HCOC criteria do not apply.

6 1L1B : The volume and time of concentration® of storm water runoff for the post-
development condition is not significantly different from the pre-development condition for a 2-year
return frequency storm (a difference of 5% or less is considered insignificant) using one of the
following methods to calculate:

e Riverside County Hydrology Manual

e Technical Release 55 (TR-55): Urban Hydrology for Small Watersheds (NRCS 1986), or
derivatives thereof, such as the Santa Barbara Urban Hydrograph Method

e Other methods acceptable to the Co-Permittee

Does the project qualify for this HCOC Exemption? [Jy XN

If Yes, report results in Table F.1 below and provide your substantiated hydrologic analysis in

Appendix 7.
* 9" Hydrologic Conditions of Concern Summary
+ ? <5 %
M )
) INSERT VALUE INSERT VALUE INSERT VALUE
A% %> INSERT VALUE INSERT VALUE INSERT VALUE

! Time of concentration is defined as the time after the beginning of the rainfall when all portions of the drainage
basin are contributing to flow at the outlet.

-24-






/ 1 /7 % .B

Source control BMPs include permanent, structural features that may be required in your project plans
— such as roofs over and berms around trash and recycling areas — and Operational BMPs, such as
regular sweeping and “housekeeping”, that must be implemented by the site’s occupant or user. The
MEP standard typically requires both types of BMPs. In general, Operational BMPs cannot be
substituted for a feasible and effective permanent BMP. Using the Pollutant Sources/Source Control
Checklist in Appendix 8, review the following procedure to specify Source Control BMPs for your site:

1. 2 4 Review Column 1 in the Pollutant Sources/Source Control Checklist.
Check off the potential sources of Pollutants that apply to your site.

2. ?2 0 / " A—/B Note the corresponding requirements listed in
Column 2 of the Pollutant Sources/Source Control Checklist. Show the location of each Pollutant
source and each permanent Source Control BMP in your Project-Specific WQMP Exhibit located in
Appendix 1.

3. / ? Check off the corresponding requirements listed in Column 3 in the
Pollutant Sources/Source Control Checklist. In the left column of Table G.1 below, list each potential
source of runoff Pollutants on your site (from those that you checked in the Pollutant
Sources/Source Control Checklist). In the middle column, list the corresponding permanent,
Structural Source Control BMPs (from Columns 2 and 3 of the Pollutant Sources/Source Control
Checklist) used to prevent Pollutants from entering runoff. - in this column
that explains any special features, materials or methods of construction that will be used to
implement these permanent, Structural Source Control BMPs.

60 2 " C + —/ D To complete your table, refer once again to the Pollutant
Sources/Source Control Checklist. List in the right column of your table the Operational BMPs that
should be implemented as long as the anticipated activities continue at the site. Copermittee
stormwater ordinances require that applicable Source Control BMPs be implemented; the same
BMPs may also be required as a condition of a use permit or other revocable Discretionary Approval
for use of the site.

* 19" Permanent and Operational Source Control Measures

Potential Sources of Runoff Permanent Structural Source Operational Source Control BMPs
pollutants Control BMPs
On-site storm drain inlets Mark all inlets with the words “Only | Maintain and periodically repaint or

Rain Down the Storm Drain” or similar. | replace  inlet  markings. Provide
Catch Basin Markers may be available | stormwater pollution prevention
from the Riverside County Flood Control | information to new site owners, lessees,
and Water Conservation District, call | or operators. 3See applicable
951.955.1200 to verify. operational BMPs in Fact Sheet SC-44,
“Drainage System Maintenance,” in the
CASQA Stormwater Quality Handbooks
at www.cabmphandbooks.com

Include the following in lease
agreements: “Tenant shall not allow
anyone to discharge anything to storm
drains or to store or deposit materials so
as to create a potential discharge to
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storm drain.”

Interior floor drains

Interior floor drains shall be plumbed to
sanitary sewer.

Inspect and maintain drains to prevent
blockages and overflow.

Need for future indoor & structural pest
control

Building design features including
sealants barriers and fully closing
windows and doors have been included
to discourage entry of pests.

Integrated Pest Management (IPM)
information to be provided to owners,
lessees, and operators.

Landscape/outdoor pesticide use

Final Landscape Plans will accomplish
the following: Preserve existing native
trees, shrubs, and ground cover to the
maximum extent possible. Design
landscaping to minimize irrigation and
runoff, to promote surface infiltration
where appropriate, and to minimize the
use of fertilizers and pesticides that can
contribute to stormwater pollution.
Where landscaped areas are used to
retain or detain stormwater, specify
plants that are tolerant of saturated soil
conditions. Consider using pest-resistant
plants, especially adjacent to hardscape.
To insure successful establishment,
select plants appropriate to site soils,
slopes, climate, sun, wind, rain, land
use, air movement, ecological
consistency, and plant interactions.

Maintain landscaping using minimum or
no pesticides. Prevent erosion of slopes
by planting fast-growing, dense ground
covering plants. Plant native vegetation
to reduce the amount of water,
fertilizers, and pesticides applied to the
landscape. Do not overwater. Use
irrigation practices such as drip
irrigation, soaker hoses or micro-spray
systems. Periodically inspect and fix
leaks and misdirected sprinklers. Do not
rake or blow leaves, clippings, or
pruning waste into the street, gutter, or
storm drain. Instead, dispose of green
waste by composting, hauling it to a
permitted landfill, or recycling it through
your city’s program. Integrated Pest
Management (IPM) information to be
provided to owners, lessees, and
operators.

Refuse areas

Site design features dumpster
enclosures. Signs will be posted on or
near dumpsters with the words “Do not
dump hazardous materials here” or
similar.

Periodic inspections for leaky, overfilled,
uncovered, or other problematic
conditions will occur. Corrective action
will be made upon detection, as
circumstances permit. Dumping of liquid
or hazardous wastes will be prohibited.
Spill control materials will be available
on-site. All wastes to properly stored
and disposed of in accordance with all
applicable Local, State and Federal
regulations

Industrial Processes

All process activities to be performed
indoors. No processes to drain to
exterior or to storm drain system.

All process activities to be performed
indoors. No processes to drain to
exterior or to storm drain system. See
Fact Sheet SC-10, “Non-Stormwater
Discharges” in the CASQA Stormwater
Quality Handbooks at
www.cabmphandbooks.com

See the brochure “Industrial &
Commercial Facilities Best Management
Practices for: Industrial, Commercial
Facilities” at
http://rcflood.org/stormwater/

Loading Docks

Maintain in a clean and orderly fashion.
Loading dock areas draining directly to
the sanitary sewer shall be equipped
with a spill control valve or equivalent
device, which shall be kept closed
during periods of operation. Provide a
roof overhang over the loading area or

Move loaded and unloaded items

indoors as soon as possible.

See Fact Sheet SC-30, “Outdoor Loading
and Unloading,” in the CASQA
Stormwater Quality Handbooks at
www.cabmphandbooks.com
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install door skirts (cowling) at each bay
that enclose the end of the trailer.

Fire Sprinkler Test Water

Provide a means to drain fire sprinkler
test water to the sanitary sewer.

See the note in the Fact Sheet SC-41,
“Building and Grounds Maintenance,” in

the CASQA  Stormwater  Quality

Handbooks at

www.cabmphandbooks.com
Miscellaneous Drain or Wash Water or | Boiler drain lines shall be directly or | Inspect periodically to verify that

Other Sources

indirectly connected to the sanitary
sewer system and may not discharge to
the storm drain system.

Condensate drain lines may discharge to
landscaped areas if the flow is small
enough that runoff will not occur.
Condensate drain lines may not
discharge to the storm drain.

Rooftop equipment with potential to
produce pollutants shall be roofed
and/or have secondary.

Any drainage sumps on-site shall feature
a sediment sump to reduce pumped
water.

Roofing, gutters, and trim made out of
unprotected metals that may leach into
runoff shall be avoided.

equipment is not leaking or discharging
to the storm drain system.

Plazas, Sidewalks, and Parking Lots

Maintain in a clean and orderly fashion.

Sweep plazas, sidewalks, and parking
lots regularly to prevent accumulation
of litter and debris. Collect debris from
pressure washing to prevent entry into
the storm drain system. Collect wash
water containing any cleaning agent or
degreaser and discharge to the sanitary
sewer, not to a storm drain.
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Populate Table H.1 below to assist the plan checker in an expeditious review of your project. The first
two columns will contain information that was prepared in previous steps, while the last column will be
populated with the corresponding plan sheets. This table is to be completed with the submittal of your
final Project-Specific WQMP.

* 69" Construction Plan Cross-reference

BMP No. or BMP Identifier and Corresponding Plan Sheet(s) BMP Location (Lat/Long)
ID Description
BMP 1 BMP 1 / Modular Wetland | BMP Site Plan 33°49'49.32"N / 117°13'30.46"W
System

(MWS-8-12-5'0"-V-UG)

(Note: to be located
downstream of the
underground storage
facility — StormTrap.)

Note that the updated table — or Construction Plan WQMP Checklist — is  + ) to
facilitate an easy comparison of the construction plans to your Project-Specific WQMP. Co-Permittee
staff can advise you regarding the process required to propose changes to the approved Project-Specific
WQMP.
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The Copermittee will periodically verify that Stormwater BMPs on your site are maintained and continue
to operate as designed. To make this possible, your Copermittee will require that you include in
Appendix 9 of this Project-Specific WQMP:

1. A means to finance and implement facility maintenance in perpetuity, including replacement
cost.

2. Acceptance of responsibility for maintenance from the time the BMPs are constructed until
responsibility for operation and maintenance is legally transferred. A warranty covering a
period following construction may also be required.

3. An outline of general maintenance requirements for the Stormwater BMPs you have selected.

4. Figures delineating and designating pervious and impervious areas, location, and type of
Stormwater BMP, and tables of pervious and impervious areas served by each facility. Geo-
locating the BMPs using a coordinate system of latitude and longitude is recommended to
help facilitate a future statewide database system.

5. A separate list and location of self-retaining areas or areas addressed by LID Principles that do
not require specialized O&M or inspections but will require typical landscape maintenance as
noted in Chapter 5, pages 85-86, in the WQMP Guidance. Include a brief description of typical
landscape maintenance for these areas.

Your local Co-Permittee will also require that you prepare and submit a detailed Stormwater BMP
Operation and Maintenance Plan that sets forth a maintenance schedule for each of the Stormwater
BMPs built on your site. An agreement assigning responsibility for maintenance and providing for
inspections and certification may also be required.

Details of these requirements and instructions for preparing a Stormwater BMP Operation and
Maintenance Plan are in Chapter 5 of the WQMP Guidance Document.

B B 5 See Appendix 9

Will the proposed BMPs be maintained by a Home Owners’ Association (HOA) or Property Owners
Association (POA)?

[ ]y XIN

Include your Operation and Maintenance Plan and Maintenance Mechanism in Appendix 9. Additionally,
include all pertinent forms of educational materials for those personnel that will be maintaining the
proposed BMPs within this Project-Specific WQMP in Appendix 10.

* 5 )5 ,ONB ¢
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LAKE CREEK
PERRIS  CA

THESE DRAWINGS ARE FOR YOUR REFERENCE ONLY AND SHALL NOT BE USED
FOR CONSTRUCTION PURPOSES. THE STORMTRAP DRAWINGS SHALL NOT BE
ALTERED OR MANIPULATED IN WHOLE OR IN PART WITHOUT WRITTEN CONSENT
OF STORMTRAP. USE OF THESE DRAWINGS IS STRICTLY GRANTED TO YOU, OUR
CLIENT, FOR THE SPECIFIED AND NAMED PROJECT ONLY.
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STRUCTURAL DESIGN LOADING CRITERIA

STORMTRAP SYSTEM INFORMATION

SITE SPECIFIC DESIGN CRITERIA

LIVE LOADING: AASHTO HS-20 HIGHWAY LOADING

GROUND WATER TABLE: BELOW INVERT OF SYSTEM

SOIL BEARING PRESSURE: 3000PSF
SOIL DENSITY: 120 PCF

EQUIVALENT UNSATURATED
LATERAL ACTIVE EARTH PRESSURE: 35 PSF / FT.

EQUIVALENT SATURATED

LATERAL ACTIVE EARTH PRESSURE: 80 PSF/FT. (IF WATER TABLE PRESENT)

APPLICABLE CODES: ASTM C857
ACI-318

BACKFILL TYPE: SEE SHEET 4.0 FOR BACKFILL OPTIONS

WATER STORAGE PROV: 25,020.04 CUBIC FEET
UNIT HEADROOM: 4’-2” SINGLETRAP
UNIT QUANTITY: 61 TOTAL PIECES

1. STORMTRAP UNITS SHALL BE MANUFACTURED AND INSTALLED ACCORDING TO SHOP DRAWINGS APPROVED BY
THE INSTALLING CONTRACTOR AND ENGINEER OF RECORD. THE SHOP DRAWINGS SHALL INDICATE SIZE AND
LOCATION OF ROOF OPENINGS AND INLET/ OUTLET PIPE TYPES, SIZES, INVERT ELEVATIONS AND SIZE OF
OPENINGS.

SEE SHEET 4.0
FOR BACKFILL
SPECIFICATIONS

I >
“‘ “‘7\\*

A iy e \—\t\/‘ N

1'—0" MIN. OVERHANG

REINFORCED CONCRETE FOUNDATION

FOR STORMTRAP SYSTEM — BY OTHERS.

(SEE SHEET 2.1 FOR DETAILS)

45=253

2. COVER RANGE: MIN. 1.13’MAX. 10.00°CONSULT STORMTRAP FOR ADDITIONAL COVER OPTIONS.

3. ALL DIMENSIONS AND SOIL CONDITIONS, INCLUDING BUT NOT LIMITED TO GROUNDWATER AND SOIL BEARING
CAPACITY ARE REQUIRED TO BE VERIFIED IN THE FIELD BY OTHERS PRIOR TO STORMTRAP INSTALLATION.

4. FOR STRUCTURAL CALCULATIONS THE GROUND WATER TABLE IS ASSUMED TO BE BELOW INVERT OF SYSTEM
IF WATER TABLE IS DIFFERENT THAN ASSUMED, CONTACT STORMTRAP.

5. SYSTEM DESIGN MAY ALLOW FOR INCIDENTAL LEAKAGE AND WILL NOT BE SUBJECT TO LEAKAGE TESTING.

ALLOWABLE MAX GRADE =14.67
ALLOWABLE MIN GRADE =5.80

10.00°

T0S = 4.67
HWL =4.17

-]

4’—2” SINGLETRAP

SYSTEM INVERT = 0.00

L SEE SHEET 2.1
FOR DETAILS
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BILL OF MATERIALS

QTY. | UNIT TYPE DESCRIPTION WEIGHT
19 [ 4’—2" SINGLETRAP | 14984
0 I 4’=2” SINGLETRAP |0

38 1] 4’—2" SINGLETRAP | 14358
0 v 4’—2" SINGLETRAP |0

0 Vil 4’—2" SINGLETRAP |0

4 SPIV 4’=2” SINGLETRAP | VARIES
0 |TZ PANEL | 6” THICK PANEL Y
4 | T4 PANEL | 6” THICK PANEL 2319
0 |T7 PANEL | 6” THICK PANEL 0

1

JOINTWRAP| 150’ PER ROLL

JOINTTAPE | 14.5° PER ROLL

LOADING DISCLAIMER:

STORMTRAP IS NOT DESIGNED TO ACCEPT ANY ADDITIONAL LOADINGS FROM
NEARBY STRUCTURES NEXT TO OR OVER THE TOP OF STORMTRAP. IF
ADDITIONAL LOADING CONSIDERATIONS ARE REQUIRED FOR STRUCTURAL
DESIGN OF STORMTRAP, PLEASE CONTACT STORMTRAP IMMEDIATELY.

THE STORMTRAP SYSTEM HAS NOT BEEN DESIGNED TO SUPPORT THE

ADDITIONAL WEIGHT OF ANY TREES. FURTHERMORE, THE ROOTS OF THE \
TREES MUST BE CONTAINED TO PREVENT FUTURE DAMAGE TO THE

STORMTRAP SYSTEM. STORMTRAP ACCEPTS NO LIABILITY FOR DAMAGES

CAUSED BY TREES OR OTHER VEGETATION PLACE AROUND OR ON TOP OF

THE SYSTEM.

305'-10"

DESIGN CRITERIA

ALLOWABLE MAX GRADE =14.67
ALLOWABLE MIN GRADE = 5.80
INSIDE HEIGHT ELEVATION = 4,17
SYSTEM INVERT =0.00

NOTES:

1. DIMENSIONING OF STORMTRAP SYSTEM SHOWN BELOW ALLOW FOR A 3/4”

GAP BETWEEN EACH MODULE.
2. ALL DIMENSIONS TO BE VERIFIED IN THE FIELD BY OTHERS.
3. SEE SHEET 3.0 FOR INSTALLATION SPECIFICATIONS.
4. SP — INDICATES A MODULE WITH MODIFICATIONS.
5. P — INDICATES A MODULE WITH A PANEL ATTACHMENT.

6. CONTRACTORS RESPONSIBILITY TO ENSURE CONSISTENCY/ACCURACY TO
FINAL ENGINEER OF RECORD PLAN SET.

SPIV 1l

’ In
21'—9] |
2 Spw

SPIV

SPIV
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MAXIMUM SYSTEM REINFORCEMENT (BOTH | "A’ CLEAR

CovER SLAB THICKNESS | CONCRETE STRENGTH DIRECTIONS) COVER

6" — 127 0’-8” 4000 PSI 44 @ 18” O.C. 357

CONCRETE FOUNDATION NOTES. >1'-0" — 20" 0’ -8” 4000 PS 44 @ 16” O.C. 3.5”

1. CONCRETE FOUNDATION TO BE SUPPLIED AND INSTALLED BY OTHERS. >2’-0" — 3’0" 0’-8” 4000 PsI #4 @ 12" o.C. 3.5"

2. CONCRETE STRENGTH @ 28 DAYS, 5%—8% ENTRAINED AIR, 4” MAX SLUMP. >3—0" - 4-0” 0'—8” 4000 PSI #4 @ 12° O.C. 3.5”
3. NET ALLOWABLE SOIL PRESSURE AS INDICATED ON SHEET 1.0. — — s 5 .

4. SOIL CONDITIONS TO BE VERIFIED ON SITE BY OTHERS. >4'-0" - 5°-0 0'-8 4000 PSI 45 @ 18” O.C. 3.375
5. REBAR: ASTM A615 GRADE 60, BLACK BAR. >5'-0" — 60" 0—8” 4000 PS| 45 @ 16” O.C. 3.375”
6. DIMENSION OF FOUNDATION MUST HAVE 1°—0” OVERHANG BEYOND EXTERNAL FACE OF TOP OF FOUNDATION 'A’ CLEAR COVER — — e 5 "

MODULE. >6'-0" — 7°-0 0'-8 4000 PS 45 ® 16” O.C. 3.375

7. DIMENSION OF STORMTRAP SYSTEM ALLOW FOR A 3/4” GAP BETWEEN EACH MODULE. o >7'-0" - 8-0" 0'—9” 4000 PSI #5 @ 12° 0.C. 3.875”
8 ALL DIMENSIONS TO BE VERIFIED IN THE FIELD BY OTHERS. SLAB THICKNESS— ——; ( — = — — — o 12° 0.C "

9. SEE SHEET 3.0 FOR INSTALLATION SPECIFICATIONS. 1< ! > >8°-0" - 9°-0 0’-10 4000 PSI #5 .C. 4.375
5>9'—0" — 10'-0" 0'—10" 4500 PS #5 @ 12 O.C. 4.375”
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6.1.

STORMTRAP INSTALLATION SPECIFICATIONS

STORMTRAP SHALL BE INSTALLED IN ACCORDANCE WITH ASTM C891, STANDARD FOR INSTALLATION OF UNDERGROUND
PRECAST CONCRETE UTILITY STRUCTURES, THE FOLLOWING ADDITIONS AND/OR EXCEPTIONS SHALL APPLY:

IT IS THE RESPONSIBILITY OF THE INSTALLING CONTRACTOR TO ENSURE THAT PROPER/ADEQUATE EQUIPMENT IS USED
TO SET/INSTALL THE MODULES.

STORMTRAP MODULES SHALL BE PLACED ON A LEVEL CONCRETE FOUNDATION (SEE SHEET 2.1) WITH A 1’-0”
OVERHANG ON ALL SIDES THAT SHALL BE POURED IN PLACE BY INSTALLING CONTRACTOR. A QUALIFIED
GEOTECHNICAL ENGINEER WILL BE EMPLOYED, BY OWNER, TO PROVIDE ASSISTANCE IN EVALUATING THE EXISTING SOIL
CONDITIONS TO ENSURE THAT THE SOIL BEARING PRESSURE MEETS OR EXCEEDS THE STRUCTURAL DESIGN LOADING
CRITERIA AS SPECIFIED ON SHEET 1.0.

THE STORMTRAP MODULES SHALL BE PLACED SUCH THAT THE MAXIMUM SPACE BETWEEN ADJACENT MODULES DOES

NOT EXCEED 3” (SEE DETAIL 2). IF THE SPACE EXCEEDS 3”, THE MODULES SHALL BE RESET WITH APPROPRIATE
ADJUSTMENT MADE TO LINE AND GRADE TO BRING THE SPACE INTO SPECIFICATION.

THE PERIMETER HORIZONTAL JOINT BETWEEN THE STORMTRAP MODULES AND THE CONCRETE FOUNDATION SHALL BE
SEALED TO THE FOUNDATION WITH PRE-FORMED MASTIC JOINT SEALER ACCORDING TO ASTM C891, 8.8 AND 8.12
(SEE DETAIL 1). THE MASTIC JOINT TAPE DOES NOT PROVIDE A WATERTIGHT SEAL.

ALL EXTERIOR JOINTS BETWEEN ADJACENT STORMTRAP MODULES SHALL BE SEALED WITH 8” WIDE PRE-FORMED,
COLD—APPLIED, SELF—ADHERING ELASTOMERIC RESIN, BONDED TO A WOVEN , HIGHLY PUNCTURE RESISTANT POLYMER
WRAP, CONFORMING TO ASTM C891 AND SHALL BE INTEGRATED WITH PRIMER SEALANT AS APPROVED BY STORMTRAP
(SEE DETAILS 3 & 4). THE JOINT WRAP DOES NOT PROVIDE A WATERTIGHT SEAL. THE SOLE PURPOSE OF THE JOINT
WRAP IS TO PROVIDE A SILT AND SOIL TIGHT SYSTEM. THE ADHESIVE EXTERIOR JOINT WRAP SHALL BE INSTALLED
ACCORDING TO THE FOLLOWING INSTALLATION INSTRUCTIONS:

USE A BRUSH OR WET CLOTH TO THOROUGHLY CLEAN THE OUTSIDE SURFACE AT THE POINT WHERE JOINT WRAP
IS TO BE APPLIED.

6.2. A RELEASE PAPER PROTECTS THE ADHESIVE SIDE OF THE JOINT WRAP. PLACE THE ADHESIVE TAPE (ADHESIVE

SIDE DOWN) AROUND THE STRUCTURE, REMOVING THE RELEASE PAPER AS YOU GO. PRESS THE JOINT WRAP
FIRMLY AGAINST THE STORMTRAP MODULE SURFACE WHEN APPLYING.

IF THE CONTRACTOR NEEDS TO CANCEL ANY SHIPMENTS, THEY MUST DO SO 48 HOURS PRIOR TO THEIR SCHEDULED
ARRIVAL AT THE JOB SITE. IF CANCELED AFTER THAT TIME, PLEASE CONTACT THE PROJECT MANAGER.

IF THE STORMTRAP MODULE(S) IS DAMAGED IN ANY WAY PRIOR, DURING, OR AFTER INSTALL, STORMTRAP MUST BE
CONTACTED IMMEDIATELY TO ASSESS THE DAMAGE AND DETERMINE WHETHER OR NOT THE MODULE(S) WILL NEED TO
BE REPLACED. IF ANY MODULE ARRIVES AT THE JOBSITE DAMAGED DO NOT UNLOAD IT; CONTACT STORMTRAP
IMMEDIATELY. ANY DAMAGE NOT REPORTED BEFORE THE TRUCK IS UNLOADED WILL BE THE CONTRACTOR’S
RESPONSIBILITY.

STORMTRAP MODULES CANNOT BE ALTERED IN ANY WAY AFTER MANUFACTURING WITHOUT WRITTEN CONSENT FROM
STORMTRAP.

TOP OF STORMTRAP

8” WIDE JOINT WRAP

3’ GAP MAX.
(SEE NOTE 4)

8” WIDE JOINT WRAP
(SEE NOTE 6)

8” WIDE JOINT WRAP

DETAIL 4

DETAIL 2

1" @ JOINT TAPE APPLIED
AROUND THE PERIMETER
OF THE SYSTEM ONLY
(SEE NOTE 5)

OPTIONAL STONE
(FOR LEVELING)

(SEE NOTE 6)

DETAIL 3

EXTERIOR WALL
OF STORMTRAP

CONCRETE

B

FOUNDATION

838383036,

(SEE NOTE 3)

T

hﬁ | \;\ | \;\ | \% | \‘E\ 1=l

DETAIL 1

PATENTS LISTED AT: [HTTF: /,/STORMIRAP.COM/PATENT]
1287 WINDHAM PARKWAY
ROMEOVILLE, IL 60446
P:815-941—4549 / F:331-318-5347
ENGINEER INFORMATION:

SDH AND ASSOCIATES
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RIVERSIDE, CA
951-683—-3691
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Appendix 3: Soils Information
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http://www.socalgeo.com/






http://www.water.ca.gov/waterdatalibrary/
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Appendix 4: Historical Site Conditions

12 1 t 1 3

Not included.



Appendix 5: LID Infeasibility

S ¥

N/A — Runoff from the project is directed to Canon Lake, which ultimately drains to Lake Elsinore. Based on
the infiltration investigation from the geotechnical engineer, infiltration is not technically feasible for this
project. A proprietary Modular Wetland System (MWS) is proposed immediately downstream of an
underground storage facility to treat runoff from the site.



Appendix 6: BMP Design Details
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Appendix 7: Hydromodification

1 * B

Note: The project is within the Riverside County WAP HCOC Exemption area approved on April 20, 2017.
Therefore, the project is exempt from the HCOC requirements.






Appendix 8: Source Control
1 Cl )

Note: The Source Control checklist will be prepared during final engineering (construction document) stage
at the time of the final WQMP.



Appendix 9: O&M
C * 5 IC C

Note: The O&M Plan will be prepared during final engineering (construction document) stage at the time of
the final WQMP.



Appendix 10: Educational Materials
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Note: The following reference materials are anticipated to be included in this Appendix during final
engineering stage at the time of the final WQMP.

¢ SC-10 — Non-Stormwater Discharges

¢« SC-11 - Spill Prevention, Control & Cleanup
¢ SC-30 — Outdoor Loading/Unloading

¢ SC-34 — Waste Handling and Disposal

¢ SC-41 — Building & Grounds Maintenance

e« SC-43 — Parking/Storage Area Maintenance
* SC-60 — Housekeeping Practices

* SD-10 - Site Design and Landscape Planning
¢ SD-11 — Roof Runoff Controls

« SD-12 - Efficient Irrigation

e SD-13 - Storm Drain Signage

¢« SD-32 — Trash Storage Areas



